US Army Corps
of Engineers

Wilmington District
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USING D.G.P.S.
INDICATING THE
3 METERS.
DECIMAL MINUTES.

WELLS",

//JQ

HORTZONTAL POSTITIONING EQUIPMENT AND 200 KHZ SOUNDING EQUIPMENT.
THESE CONDITIONS ARE SUBJECT T0O

ACCURACY +/-

A PRUDENT MARINER SHOULD NOT RELY
IN DEGREES,

IN FEET AND TENTHS AND REFER TO LOCAL M.L.W.

MB #120
[S EXPRESSED

1983.
INFORMATION PROVIDED HERE.

INFORMATION DERPICTED ON THIS MAP REPRESENTS THE RESULTS OF SURVEYS
INDICATED AND CAN ONLY BE CONSIDERED AS

PROJECT SURVEYED WITH DISTRICT SURVEY VESSEL
GENERAL CONDITIONS EXISTING AT THAT TIME.
RAPID CHANGE DUE TO SHOALING EVENTS.
NAVIGATION AIDS LOCATED BY SURVEY VESSEL,
LATITUDE AND LONGITUDE

SOUNDINGS ARE EXPRESSED
EXCLUSIVELY ON THE

TIDE GAGE LOCATED AT:
HORTZONTAL DATUM NAD
MADE ON THE DATE

THE
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LONGI TUDE
(6 27.42032

14072

LATITUDE

35 33.

NORTHING
6656472

EASTING

2756308

25

DESCRIPTION

BCN

Surveyed 6 June 2007

(6 28.00054
(6 26.96277
(6 26.95394
(6 25.42858

35 33.04642
35 33.22446

2053447 664997
35 33.

27585672
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